
Modern Medical Equipment 

Manufacturing Limited (MMEQ) 

has developed an improved 

series of electrosurgical pencil 

with new technology, 7000 and 

7020 series. These pencils meet 

the safety standard of new high 

powered generators under the 

IEC safety regulation.

The rated accessory voltage of 

the 7000 and 7020 series can 

safely fulfill 10,000Vp-p with the 

latest testing method according 

to international standard 

IEC60601-2-2 which applies for 

most generators on the market. 

(see Appendix A). Due to increas-

ingly complex surgical procedures’ 

leading companies have seen a 

need to increase the maximum 

output voltage on their generators. 

This trend can be seen in recent 

years as both large and small com-

panies offer new generators with 

higher output voltages.  The high-

est output voltage can be gener-

ated in the “spray coagulation 

mode” with some seeing as high as 

10,000Vp-p.

The change from your current 

electrosurgical pencil to the new 

MMEQ designed 7000 and 7020 

series will protect and offer higher 

safety margin to both patient and 

surgeon.  Not only will it offer 

better competitive edge for your 

company but help increasing your 

market share. 

(January 2010)
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7000 & 7020 series Electrosurgical Pencil
fit new and high power generators 
to meet latest IEC standard
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In order to fulfill the latest interna-

tional standard of IEC60601-2-2, 

MMEQ highly recommends to the 

customer to label all maximum 

peak-to-peak voltage of their 

accessories on packaging. This 

includes individual packaging, 

dispensing box and IFU. 

This action is for the attention and 

improved safety alert of the opera-

tors in

the operation room. Nurses and 

surgeons can determine the 

optimum power setting of the elec-

trosurgical generators by matching 

the voltage versus output power 

graph in generator IFU and the 

maximum rated accessory voltage 

of electrosurgical accessory. The 

voltage output should not exceed 

the maximum rated accessory 

voltage of electrosurgical acces-

sory. 

Additional statement “xxkVp-p 

MAX.” will be shown on 

individual packaging label, 

dispensing box and IFU. (see 

Appendix B ). 
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